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Zoloto Cast Iron Globe Steam Stop Valve,
Flanged (15 to 100 mm)
Brand: Zoloto

Zoloto cast iron globe steam stop valves, straight pattern with flanged ends, from 15 mm to 100

mm, for shut-off and flow control on steam, boiler and hot water lines (maker's rating: 13 kg/cm²

steam, up to 220°C).

SPECIFICATIONS

Body Cast iron

Pattern Straight, globe

Ends Flanged

Sizes 15 to 100 mm

Working pressure (steam) About 13 kg/cm² (maker's rating)

Max. temperature 220°C (maker's rating)

Typical details from the maker. We confirm the exact model, rating and lead time with your quote.

AVAILABLE OPTIONS

Size

15 mm (1/2")

20 mm (3/4")

25 mm (1")

32 mm (1-1/4")

40 mm (1-1/2")

50 mm (2")

65 mm (2-1/2")

80 mm (3")

100 mm (4")

WHICH ONE DO I NEED?

15-32 mm Branch lines, equipment

40-65
mm

Sub-headers

80-100
mm

Boiler outlets, headers

Ask us for a recommendation for your site.

Order or get a quote

Call / WhatsApp: (+91) 72 4747 6161

Email: sales@drownfire.in

Dispatch within 7 days

Pan-India delivery

GST invoice on every order


